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Annual Permanently Mounted EquipmentPermit Type:

Commodity:

Commodity: Unit 158 - Single Steer Combo 
Vac

Serial Number: 5KKPALDV8LP
LL9084

Customer Ref: 158

Owner: same

Attachments:

PERSUANT TO THE AUTHORITY VESTED IN THE REGISTRAR UNDER THE PROVISIONS OF THE TRAFFIC SAFETY 
ACT, PERMISSION IS HEREBY GRANTED TO:

Paige by E-mailRequested by:
Country Pump Out Ltd.

PO Box 324

Sexsmith, AB T0H 3C0

Canada

Effective Date:
Expiry Date:

March 19, 2025
March 18, 2026

Issued On:

Issued By:
Last Revised On:

March 19, 2025 at 10:45 AM
April 14, 2025 at 08:34 AM

Total Fee:  $180.00 THIS IS NOT AN INVOICE.
THIS IS A COPY FOR YOUR RECORDS.

This permit allows for heavier than legal axle weights and increased dimensions on vehicles with permanently mounted 
equipment

Unit 158 - Single Steer Combo Vac
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Configuration:

Hydrovac Truck - Single Steer, Tri Drive

Note: This diagram is a schematic of vehicle configuration and load.  If the permitted vehicle axles and components are 
not as shown, please contact the Central Permit Office.

Dimensions:

Over-all:

Trailer:

Overhang:

Width:

Length:

Front:

Height:

Wheelbase:

Rear:

Length:

Track Width:

Weights:

Axle
Group

Axles
in

Group Wheels

Minimum
Tire
Size

Axle
Weight,

kg

Over
Weight,

kg
Axle
Fee

Combined
Axles

Minimum
Inter-Axle

Spacing

Maximum
Combined
Weight, kg

Gross Weight(kg):

Base Weight(kg):

Overweight(kg):

 32,100

 30,300

 1,800

Axle Overload Fees:  $120.00

Vehicle:

Prorate Wt: Prorate No:

Plate: A61200 Juris: AB Plate Issue: A198310 Class: 1-60 Registered Weight:  34,000

PEACE OFFICER
This permit and all attached conditions must be presented at the request of a peace officer.

COMPLIANCE
Any person who operates a vehicle, to which this permit applies, must ensure compliance with all terms and conditions 
contained within this permit including all permit holder terms and conditions.  The permit holder as well must ensure that 
any person who uses this permit complies with all terms and conditions contained within this permit.
If any term and condition of this permit is contravened, then the permit is no longer valid and the operator must comply 
with the standard law that is in effect.

5KKPALDV8LPLL9084

General Conditions - Unless stated otherwise

1
2

1
3

2
12

445
255

9100
23000

1800  120
1+2  3.00
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Additional General Conditions - Unless stated otherwise

Attached Conditions for the Operation of Tridem Drive Vacuum Truck

Modified to extend duration and increase steer weights - KT.  14-APR-2025 08:31:53.

Comments:

Alberta Transportation, Central Permit Office 

Phone:
Fax:

800-662-7138
403-340-5278

Central Permit Office hours are 7 a.m. - 9 p.m. Monday to Friday and 8:15 a.m. - 4:00 p.m. Saturday and Sunday. 
Statutory holiday hours may vary.



TRAVIS
Permit Fee Summary
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Alberta

Multi Trip Axle Group Overweight, 
Steering Axle, 1 to 2 tonne

Multi Trip Overweight

 $120.00

 $60.00

Alberta Plate A61200

GST Reg #: 124072513RT0001

 $180.00Total Permit Fee:



 

Attached Conditions for the Operation of 
Tridem Drive Vacuum Truck 

 
Version 1.2 --- Last Modified: Jan 30, 2024   

____________________________________________________________________________________________________________________________________________________________ 
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Tridem Drive Vacuum Trucks 

 
FOR THE OPERATION OF TRIDEM DRIVE VACUUM TRUCK 

 
STEERING AXLE WEIGHT: 
 
The steering axle weight shall not exceed the lesser of: 
1. permitted axle weight  
2. the capacity of the steering axle 
 
 
GENERAL: 
 
1. If the steering axle exceeds legal weight, permission from local, municipal and urban authorities shall 

be obtained prior to travelling on their roads. 
2. An empty or loaded trailer may be towed, providing it does not add weight to the truck steering axle. 
3. This permit does not allow additional payload weight on the steering axle. 
4. Any container/tank used to transport a commodity must be located such that the weight of the 

commodity is carried entirely on the drive axles and does not transfer any payload weight to the 
steering axle. 

5. The drive axle cannot exceed maximum legal weight. 
6. This policy does not apply to off highway tires. 

 
 


